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	Introduction and Contents
John Thomson was one of the largest industrial enterprises in Wolverhampton and, indeed, was a player on the world scene.  Its products covered a wide range but the main products can be said to be boilers and vehicle parts, especially chassis.  Most of their other products can be seen as leading from those core activities.  The firm lasted longer than many others, having its origins in the early nineteenth century and not closing in Wolverhampton until 2004.
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Re:
[Healeys] Holes in Frame Rails

Date:
Wednesday, December 17, 2008 9:01 PM

From: 
"Peter Svilans" <peter.svilans@rogers.com>
To: 
healeys@autox.team.net

John Thompson Motor Pressings advertised in the British press quite consistently, particularly in the thick Motor Show numbers.  For example, the 22 Oct.1954 Autocar features a "ghosted" Healey 100, highlighting the frame and floors (but not the bulkheads).  Copy reads:
"AUSTIN-HEALEY-  The chassis frame of the Austin-Healey 100 is manufactured by John Thompson Motor Pressings Ltd.   This frame has a number of interesting features, notably the carbon-arc welded box section of the main members, the fabricated front suspension members, and the composite construction of frame, outriggers and floor panels which are designed to integrate with the body frame and scuttle, thus achieving the required structural rigidity. "
To us, the bulkheads are usually left joined to the frame as a single structure. It seems that Thompson's regarded the front and rear bulkheads as "the body frame and scuttle", and considered them to be separate from their own platform frame.
Best regards,  --Peter
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AAIIS‘III-“eale“v—Hm chassis frame of the Austin-Healey 100 is

manufactured by John Thompson Motor Pressings Ltd. This frame has a number of interesting
features, notably the carbon arc welded box section of the main members, the fabricated front
suspension members and the composite construction of frame. outriggers and floor panels which are
designed to integrate with the body frame and scuttle, thus achieving the required structural rigidity.
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