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The AUSTIN.
‘Le Mans’ mod

100" can now be supplied incorporating all the
tions which are given below and in addition an attractive
nge of dual colour schemes is available

Compression Pistons. High Lift Camshaft
HL6 S.U. Carburettors with

anifolds

preial Distributor with modified antomatic advance curve
Steel-faced Cylinder Head Gasket

ENGINE

SUSPENSION Race-type Anti-roll Bar

Special setting Front Shock Absorbers

COACHWORK Louvred Bonnet. Le Mans Regulation Leather Bonnet Strap

“Two-tone Paint Finish (as illustrated) in a variety of colours.

DONALD HEALEY MOTOR COMPANY LTD . WARWICK . ENGLAND
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ENGINE: Bore 34375 in. (823 mm); stroke 4375 in
(L1 mm); capacily 1622 cu. in. (2660 ). bhp. 110 4t
4500 £pm: maximum torque 144 1b. £ ai 2000 rpms
compression ratio 8.1 1o 1.

Cylinders: Four cylinders _cast_integral with _crankcase.
Fulllength water jackets. Castiron cylinder head carrying
all vaive e,

Crankshat: Forged-icel, counterbalanced _crankshl

ported in three detachable steel-backed white-metal
Connecting Rods : Forged steel with detachable sicel-backed
white-metal big-end. bearings.

Pistons : Split-skirt ype in low expansion aluminium alloy with

aluminite finish.  Three compression rings and one ofl con-
trol Ting fited.

Camshalt : Forged steel, supported in three detachable stcel-
backed white-metal bearings, Cams of paicnied design for
quiet operation. Driven by Duplex. raller chain from erank-
Shait with oil catchers and a tensioner fing of synthetic rubb
o maintain chain lubrication and [ighincss. respectively.
Valves: Overhead valves operated by pushvrods. _Large inlet

valves of silicon chrome steel; exhaust valves i XB - steel
designed 10 Tesist corrosion from leaded fucls.

Lubrication : Pressure gear pump forces oil 1o all main, big-
end, camshait and overhcad \alve rocker-shat bearings. Holes
in he big-end bearings provide for et lubrication of the
cylinder walls, and the front camshaft bearing provides ‘4
controlled feed of oil 1o the iming chain. ~Both main and
big-end bearing oil feeds are of patented design which ensures
longer_crankshaft life. A fall-low filer with renewable
flement s fited. Ol capaciy approximately 111 pims (668
tres).

Cooling : Circulation by centrifugal type of pump with thermo-
stat. control.  Fancooled pressurised radiator.  Water iy
ditccted o sparking plug bosses and exhausi port wall
Cooling system capacity 20 pints (1137 litres)

Fuel System : Fucl from a rear tank of 12 gallons (546 lires)
capacity is fed by an S.U. electrical pump to twin S.U. car.
bureters fited with cold air box.

Ignition : Coil and battery ignition with automatic advance and
retard and additional vacuum conirol.

volt fan-ventilated unit with compensated voltage

Starter: Operated by push-button solenoid type of switch.

CLUTCH ; Flexible dry single-plate Bore and Beck clutch is
fitted, with spring cushion drive. Cluich diameter 9. in
©23'm).

GEARBOX : Three forward speeds and reverse controlled by
a short central gear lever and with synchromesh engagement
for all gears. Ol capacity 4} pinls (256 Hres)
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OVERDRIVE : An overdrive unit is fitted behind the gearbox
and cngaged by a control switch mounted on the fascia pancl
The overdrive may be engaged in 2nd and top gears, which
in effcct provides a choice of five gear atos. An over-ride
governor prevents accidental use of the overdrive at low speed.

PROPELLER SHAFT: Hardy Spicer propeller shaft with
neadle roller bearing universal joints,  Lubrication nipples o
cach joint and (o the sliding splines.

REAR AXLE ; Hypoid bevel three-quarter floating in a banio-
type casing.  The pinion s carried by pre-loaded taper roller
bearings. Ol capacity approximately’ 3 pinis (17 litres)
Normal ratio 4125 1o 1

OVERALL GEAR RATIOS : Without overdrive—9.35. 555
and 4125, ‘with 20.53 reverse. With overdrive engaged .56
and 328 when fitted with 4,125 axle.

ROAD SPEEDS AT 1,000 RP.M.: Without OverdriveTop
1792 mphs sccond 1263 mph first § mph.  Overdrive
comes into operation at 40 m.ph.

STEERING : Burman cam and lever steering gear

SUSPENSION : Front—Independent coil springs controlied by
doublecacting hydriulic shock absorbers interconnected by un
anti-roll torsion bar. Rear-Semi-ellipte springs controlled by
double-acting. hydraulic. shock absorbers and. anti-sway. bar

BRAKES : Girling hydraulic with two leading shoes in front.
Brake drum diameter 11 . 028 m).

WHEELS AND TYRES : Wire:spoke knock-on wheels with
590 % 15 tyres,

ELECTRICAL batteries of 50, ampere-hour
capacity at_10-hour rate; posiive Garth; builtin head- side-
and twin tail-lamps; twin Windshield wipers; dircctional lash-
ing lighis avalabie 10" conform with US.” regultions; twin

Two 6volt

INSTRUMENTS : Fuel gauge; oil pressure and water tem-

perature gauges; 120 mph. speedomelers 0-6000 r.pm,
Tachometer
COACHWORK : Open twoseater with individual bucket seats;

large enclosed rear luggage. compartment; full weather  pro-
tection, including folding windshicld, disappearing hood and
detachible. side-séreens.

OVERALL DIMENSIONS : Wheelbase 7 1 © in. (229 m);
track at front 4 11 in. (124 m): track at rear 4 i 23 fn
(1129 m); overall length 12 fi. 71 n. (385 m0: over 1l width
570t 03 in. (154 m): height over seutile 3 1t 117 in. (191 0
heightover windshield 3 1 113 in. (120 m.); heigus over
hood 4T 1 in. (124 m); ground clearance 51 in. (0.14 s
turning circle 35 fi. (10,66 m.) approximate weight with oil
water, spare. wheel and tools, less petrol, 2,176 Io. (987 ke

The goods manufactured by The Austin Motor Company Limited and the Donald Healey Motor Co. Lid. are
supplied with an express Warranty, which excludes all warrantics, conditions and liabilties whatsoever implied
by Common Law, Statute or otherwise. PRICES—The Company reserves the right to vary the list prices at
any time. SPECIFICATION—The Company reserves the right on the sale of any vehicle to make before
delivery without notice any alteration to or departure from the specification, design or equipment detailed in

this  publication.

Under present supply difficulties such alterations arc likely to occur at any time.





C:\British Cars\Austin Healey\100\100M\100 LeMans Kit-flyer.doc

